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Exceptional photos: Right here, right now.

NEWS 1 /PS8 (Picture Stabilization) MOdAe for stunning blur-free photos.
Intelli genl Flash captures subjects and background beautifully.
3«4 Natural Light & with Flash mode for 2 shots with 1 press of the shutter.




Conventional digital camera

Under low lighting or strong backlighting, it is sometimes hard

to decide whether to use flash or not. This handy mode lets you

take the same scene with and without flash with just one press
of the shutter: one photo with Intelligent Flash and one shot with high sensitivity
and only available natural light. Later you can choose one or keep both!

Model FinePix Z3
Number of effective pixels* | 5.1 million pixels
CCD sensor 1/2.5-inch Super CCD HR

Number of recorded pixels

Still image :2,592 % 1,944 / 2736 x 1,824 (3:2 format) /
2,048 x 1,536 / 1,600 x 1,200 / 640 X 480 pixels
Movie: 640 X 480 / 320 X 240 pixels (30 frames/sec.) with monaural sound

Storage media

Internal memory (approx. 10MB) / xD-Picture Card ™ (16MB - 1GB)

File format

Still image : JPEG (Exif Ver 2.2**)
Movie : AVI (Motion JPEG)
(Design rule for Camera File system compliant / DPOF-compatible)

Lens Fujinon 3x optical zoom lens, F3.5- F4.2
Lens focal length f=6.1-18.3mm (Equivalent to 36 - 108mm on a 35mm camera)
Focus Auto Focus

Focus distance

Normal : Approx.60cm (2.0ft.) to infinity
Macro : Wide-angle : Approx. 8cm (3.1in.) to 80cm (2.6ft.)
Telephoto : Approx. 45cm (1.5ft.) to 80cm (2.6ft.)

Shutter speed

4sec. to 1/1000 sec. depending on the shooting mode.

Aperture

F3.5/ F5/F8, 3steps

Sensitivity

AUTO / Equivalent to ISO 64 / 100 /200 /400 / 800 / 1600

Exposure control

256-zone TTL metering

Exposure mode

Programmed AE

White balance

Automatic, Manual (Fine, Shade, Fluorescent light (Daylight ),
Fluorescent light (Warm White), Fluorescent light (Cool White), Incandescent light )

LCD monitor

2.5-inch TFT (Approx. 230,000 pixels ), approx. 100% coverage

Flash Auto flash
Effective range : Wide angle: approx. 0.3m - 3.0m (1.0ft. - 9.8ft.)
Telephoto: approx. 0.6m - 2.3m (2.0ft. - 7.5ft.)
Flash mode : Auto, Red-eye Reduction, Forced Flash, Suppressed Flash,
Slow Synchro, Red-eye Reduction + Slow Synchro
Self-timer Approx. 10 sec. / 2 sec. delay

Video output

NTSC / PAL selectable

Digital Interface

USB 2.0 High-speed

Power source

NP-40 Rechargeable Battery (included) or
AC power adapter AC-5VC (included) or AC-5VX (optional)

Di

90.0 (W) x 55.0 (H) X 20.0 (D) mm / 3.5 (W) x 2.2 (H) X 0.8 (D) in.

Weight

Approx.130g (4.60z.) (excluding battery and media)

Conventional digital camera

FinePix Z3

ding to the mode.

Conventional digital camera FinePix Z3
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